DATASHEET BROKIS

Name Suspension light

Type Big One

ID PC1043

Description A bubble suspended within a large sphere...

This sophisticated structure evokes a sense of levitation in
mid-air. The outer handblown glass sphere features a glossy
transparent or smoke grey finish, while the inner glass core
comes in a matte finish.

Tech. description The light comprises a matte glass core with G9 socket. The core
is suspended from three steel cables attached to the ceiling by
means of brackets. The cables also support a metal ring from which
the outer glass sphere is suspended. The electrical connection
is made in the ceiling canopy, which houses an insulated box
for double insulation.

CONSTRUCTION SPECIFICATION Dimensions [mm
Weight [kg] 5 kg
Construction material glass, metal
Cord length [mm] 2,000 mm & \
Mounting ceiling
Environment indoor 350
ELECTRICAL SPECIFICATION Certifications
Input voltage [V] 230 VDC C €
Frequency [Hz] 50-60 Hz |:| P
Max. power [W] 10W 20
Coverage IP 20
Socket G9
Light source -
Energy class A+ to B depending on light source
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DATASHEET

RECOMMENDED BULBS

LAMPIA G9 5 SCPD 827
Socket G9
Type LED
Lamp wattage [W] 45W
Input voltage [V] 220-240 VAC
Energy class A+
Flux [Im] 399 Im
Light colour [K] 2,700 K
CRI 80+
Lifespan [h] 15,000 h
Dimmable yes (triac)

Dimensions hxw [mm] 54 x 18 mm

BROKIS

Ceiling Canopy

Dimensions @ x w [mm] 100 x 46 mm
Weight [kg] 0.3 kg
Material metal
Drawing
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Canopy bracket
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TECHNICKY LIST

Nazev

Typ

Popis

Technicky popis

Zaveésneé svitidlo
Big One
PC1043

Sofistikovana konstrukce suspendované bublinky
uprostred velké koule dava pocit pIné levitace ve vzduchu.
Vnéjsi sklo je ruéné foukano s lesklou povrchovou
Upravou v transparentni a Sedé kourové barvé.

Vnitini sklo je naopak matované.

Svitidlo je sestaveno ze sklenéného matovaného jadra

s objimkou G9. Jadro je zavéSeno na trech ocelovych lankach pfipevné-
nych ke stropu pomoci drzakd. Na lankach je umistén kovovy prstenec
na kterém je zavéSeno vnéjsi sklo. Pfipojeni elektroinstalace je
provedeno ve stropnim baldachynu, ktery obsahuje izolaéni krabic¢ku pro
dosazeni dvojité izolace.

BROKIS

KONSTRUKCNI SPECIFIKACE

Hmotnost [kg]

5 kg

Pouzité materialy sklo, kov

délka pripojovaci

ho vodice [mm] 2,000 mm

Rozmeér [mm]

310

Montaz Strop
Prostredi Vnitini 80
ELEKTRICKA SPECIFIKACE Certifikace
Jmenovité napéti [V] 230 VDC C €
Frekvence [Hz] 50-60 Hz P

L]} =0
Max. pfikon [W] 10W LED
Kryti IP 20
Patice G9

Svételny zdroj

Energeticka trida

A+ az B dle pouzitého zdroje
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TECHNICKY LIST

DOPORUCENE SVETELNE ZDROJE

BROKIS

LAMPIA G9 5 SCPD 827
Patice G9
Typ LED
Prikon [W] 45 W

Vstupni napéti [V] 220 - 240 VAC
Energeticka trida A+

Svételny tok [Im] 399 Im
Barevnateplota[K] 2700 K

CRI 80+
Zivotnost [h] 15,000 h
Stmivatelnost ano (triac)

Rozméryvxs[mm] 54 x18 mm

STROPNi BALDACHYN

Rozmeéry @ x v [mm] 100 x 46 mm )
Hmotnost [kg] 0,3 kg

Material kov 2

Nakres Drzak baldachynu
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