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INGLESE GEN INGLESE GEN

 class of direct degree of power attachment unit  
 insulation mounting protection voltage  weight 
      kg. 

9130   IP 20 220-240 E14 0,650 
     max 5W  
     G45 LED

9132   IP 20 120 E14 0,650 
     max 5W  
     G45 LED

 width height length
  diffuser cable
  14  14  18÷210

    
9120   IP 20 220-240 E14 0,650 
     max 5W  
     G45 LED

9121   IP 20 120 E14 0,650 
     max 5W  
     G45 LED

 width height depth 
 
 14 21 17

9135   IP 20 220-240 E14 1,120 
B9135     max 5W  
     G45 LED
     
9135   IP 20 120 E14 1,120 
U9135     max 5W  
Z9135     G45 LED

 width height depth 
 
 17 32 14

packaging  quantity weight (kg) volume m3

9120/9121  1 1,150 0,014
9130/9132  1 1,050 0,014
9135/B9135/U9135/Z9135 1 1,470 0,015

Material
Transparent or mass-dyed 
thermoplastic technopolymer

9135
sculpted table lamp

E6/black-crystal

9120 / 9130 / 9135
sculptedversion

B4/crystal

AM/amber

RO/pink

AZ/light blue

This item is 
compatible with 
energy-saving light 
bulbs:

This item is 
compatible with 
energy-saving light 
bulbs:

This item is 
compatible with 
energy-saving light 
bulbs.

This lamp is sold with an
energy-saving light bulb.

This lamp is sold with an
energy-saving light bulb.

This lamp is sold with an
energy-saving light bulb:

Light-Air's good looks and features are evolving. In addition to sconce and hanging versions, 
Light-Air is also available in a table version with a rectangular transparent technopolymer or 
mass-dyed frame, containing a conical parabola with a diffuser sculpted in the same plastic 
material. The sculpted versions of the wall sconce and hanging versions are available in a 
variety of colours.
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